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The type of SIMM1 and SIMM2 must be same if they 
exist at the same time; the type of  SIMM3 and SIMM4 
also must be same if they exist at the same time. 
The different type of SIMM1 / SIMM2 and SIMM3 / 
SIMM4 can exist at the same time. 
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To populate both 5V SIMM Modules and 3.3V 
DIMM module at the same time on the existing 
Intel 430VX PCIset-based mainboard ��������
����		��
�
. Please also make sure the 
DIMM module is 3.3V and unbuffered DIMM. 
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According to new JEDEC Spec. , the new 32MB 
DIMMs will not be compatible with the existing 
Intel 430VX PCIset-based mainboards. 
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If DIMM Module is installed on board, users only can install single-density 
SIMMs  on SIMM 1 and SIMM2. 



�������

���������	
������

���������	
������������

���������������

*$6��	
��1$-����
	$�������	��
������������	���	�������
7�*$6+�	
������$���	
���

	-�$-����
	$�������	��
������������	������
7���	������	
����	�
�� 8���
��

(26+�9
�
��(�����
�	��	���������� 
	����� 8������
����	������
�������
�

����
��

• (�����	������
���������	��*6+�:��	
$�����������:��	
$+������������

• )������
�����
���������	��*6+�:��	
$����������������

�������������
����������������������������

� 8�
�������
�	�
��������
�	��)!26+����!()6+������
�	�����5���;�

� ��(2(<�����=%�	�.)�(������	
�/�������
�����
������
����)!26+����

� !()6+��

�

 



�������

���������	
������

 

��������	�
��	����������	����������


