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SpeedEasy Quick Setup

Procedures :

1.  Correctly insert the  Intel®  CeleronTM PPGA370  or Intel FC-PGA Pentium® III processor.

2.  Plug in other configurations and restore the system.

3.  Switch on power to the system and press the <Del> key to enter BIOS Setup.

4.  Enter “SpeedEasy CPU SETUP” menu to set up the CPU speed.

5.  Save and exit BIOS  Setup, your system will now boot successfully.

Advance 10
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SpeedEasy Introduction

SpeedEasy CPU Setup Menu

Select <SpeedEasy CPU SETUP> item from the main menu and enter the sub-menu:

Figure - 1 SpeedEasy CPU Setup Menu

BIOS provides you with a set of basic values for your processor selection instead of the

jumper settings. The processor speed can be manually selected from the “SpeedEasy

CPU SETUP” menu  screen.

  Warning:

  Dot not set CPU frequency higher than its working frequency. If you do, we will  not  be

   responsible for any damages caused. Whether or not the system can be overclocked

  depends on the processor’ s capability. We do not guarantee the overclock system to

  be stable.

Users are provided  with CPU overclock feature through “Jumper Emulation”. The host bus

speed can be set as 66/75/83/100/103/105/112/115/124/133/140/150MHz. The multiplier

can be chosen from  3, 3.5, 4, 4.5, 5, 5.5, 6, 6.5, 7, 7.5, 8. However the multiplier setting will

not function for bus ratio locked processor, only bus ratio unlocked processor.
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SpeedEasy ¿ ìË Ù° ²× °Ö Ä̧ Ï

³ ÌÐ ò

1.Õ ýÈ ·µ Ø² åÈ ë Intel®  CeleronTMPPGA370 » òÕ ß Intel ®  FC-PGA Pentium® III Ö ÐÑ ë´ ¦À íÆ ÷

2. ² åÈ ëÆ äË ûÅ äÖ Ã × é× °³ ÉÍ êÕ ûµ ÄÎ ¢» úÏ µÍ ³

3. ¿ ªÆ ôÏ µÍ ³µ çÔ ´ ² ¢Ç Ò° ´× ¡<Del> ¼ ü , ½ øÈ ëBIOS É èÖ Ã³ ÌÐ ò

4. ½ øÈ ë SpeedEasy CPU SETUP ² Ëµ ¥ Ò Ôµ ÷½ ÚÖ ÐÑ ë´ ¦À íÆ ÷µ ÄË Ù¶ È

5. ´ æ´ ¢É è¶ ¨Ö µ Í Ë³ öBIOS Ï µÍ ³¾ Í¿ ÉÒ Ô° ´Ä ãÉ è¶ ¨µ ÄË Ù¶ ÈÔ ËÐ ÐÁ Ë
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SpeedEasy · ½Ê ½½ éÉ Ü

SpeedEasy Ö ÐÑ ë´ ¦À íÆ ÷É è¶ ¨² Ëµ ¥

´ ÓÖ ÷É èÖ Ã² Ëµ ¥Ö ÐÑ ¡Ô ñ <SpeedEasy CPU SETUP> Ï î È »á á½ øÈ ë´ Î² Ëµ ¥

Í ¼ 1  SpeedEasy Ö ÐÑ ë´ ¦À íÆ ÷É è¶ ¨Ï îÄ ¿µ ¥

BIOS Î ªÄ ãµ ÄÖ ÐÑ ë´ ¦À íÆ ÷Ì á¹ ©Ò »× é» ù± ¾Ñ ¡Ï î  Ò Ô´ úÌ æ´ «Í ³µ ÄÌ øÏ ß(jumper) · ½Ê ½ Ê ¹

Ä ã¿ ÉÒ ÔÔ Ú SpeedEasy CPU SETUP” ² Ëµ ¥É Ï  Î ªÖ ÐÑ ë´ ¦À íÆ ÷Ñ ¡Ô ñÕ ýÈ ·µ Ä¹ ¤× ÷Æ µÂ Ê

¾ ¯¸ æ

Ç ëÎ ð½ «Ö ÐÑ ë´ ¦À íÆ ÷µ ÄÆ µÂ Êµ ÷½ ÚÖ Á¸ ßì ¶Æ äÕ ý³ £¹ ¤× ÷Æ µÂ Ê · ñÔ ò± ¾¹ «Ë ¾½ «² »» á¸ ºÔ ð

Ó É´ Ë¶ ø² úÉ úµ ÄÈ Îº ÎË ð» Ù . Ï µÍ ³Ä Ü· ñ³ ¬Æ µ¹ ¤× ÷Ò àÈ ¡¾ öÓ Ú CPUµ Ä¹ ¤× ÷Ä ÜÁ ¦ , Î ÒÃ Ç² »± £

Ö ¤³ ¬Æ µ¹ ¤× ÷µ ÄÏ µÍ ³Î È¶ ¨.

Í ¨¹ ý “Jumper Emulation”, Î ÒÃ Ç» ¹¸ øÓ Ã» §Ì á¹ © CPU ³ ¬Æ µ¹ ¦Ä Ü . Ï µÍ ³× ÜÏ ßË Ù¶ È¿ ÉÒ Ô

É èÖ ÃÎ ª66/75/83/100/103/105/112/115/124/133/140/150MHz. ± ¶Æ µÊ ý¿ ÉÉ èÖ ÃÎ ª3/3.5/4/

4.5/5/5.5/6/6.5/7/7.5/8. È »¶ ø¶ ÔÓ Ú± ¶Æ µÊ ýË øË Àµ ÄCPU,´ ËÏ îÉ èÖ ÃÎ ÞÐ §, ± ¶Æ µÊ ýÉ è

Ö Ã½ ö¶ ÔÎ ´Ë øË À± ¶Æ µÊ ýµ Ä CPUÓ ÐÐ § .
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Installation de la carte mère Advance 10

1. Assurez-vous que votre ensemble est complet: carte mère, câbles IDE et FLOPPY,
notice d’ utilisation et CD-ROM d’ installation.

2. Vérifiez que l’ alimentation est débranchée et reliez-vous à la terre par une courroie
à votre poignet. A défaut, maintenez le contact de vos deux mains avec un objet lui-
même relié à la terre, ou une partie en métal de votre système.

3. Fixez la carte mère dans le boî tier grâce aux vis fournies avec celui-ci.
4. Si votre carte mère est munie de cavaliers, placez les en fonction des options que

vous souhaitez utiliser: réglage de la fréquence du processeur si votre carte n’ est
pas SpeedEasy, fonction allumage par saisie du mot de passe…(voir le manuel,
rubrique «configuration des cavaliers»)

5. Insérez le processeur dans son logement avec son ventilateur que vous
brancherez au connecteur «CPUFAN».

6. Insérez la/les barrette(s) mémoire dans les slots DIMM.
7. Installez vos éventuelles cartes PCI et AMR dans les slots prévus à cet effet (voir

page centrale du manuel).
8. Branchez vos périphériques IDE et FLOPPY sur les connecteurs prévus à cet effet

grâce aux nappes fournies avec la carte. Vérifiez que le sens de branchement est
correct (liseré rouge du câble sur la broche 1 du connecteur).

9. Reliez les câbles du boî tier aux connecteurs prévus à cet effet (Connecteur
d’ alimentation, LED de marche/arrêt, disque dur, haut-parleur…). Refermez le boî tier.

10. Branchez les périphériques externes sur les sorties du fond de panier: clavier,
souris PS/2, périphériques USB, moniteur, imprimante…

11. Lorsque tous les éléments du système sont installés physiquement,  rebranchez
l’ unité centrale.

Installation du système.

1. Démarrez votre système en pressant le bouton «POWER».
2. Pressez la touche «Suppr» pour entrer dans le setup du BIOS.
3. Dans le menu «SpeedEasy CPU Setup», réglez la vitesse de votre processeur (AT-

TENTION: il est recommandé de ne pas sélectionner une fréquence supérieure à
celle de votre processeur, nous déclinons toute responsabilité pour les dommages
qui en résulteraient)

4. Effectuez les autres réglages du BIOS selon votre configuration (nous vous
conseillons fortement de maintenir les réglages par défaut afin d’ éviter toute manipu-
lation hasardeuse pouvant résulter en un dysfonctionnement). Pour plus
d’ informations sur les fonctions du BIOS, vous pouvez consulter la version
française du manuel sur le CD-ROM.
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Installation du Advance 10 système

5. Pressez la touche F10 ou choisissez «Save and exit» pour enregistrer vos
paramètres et relancer la machine.

6. Installez votre système d’ exploitation
7. Après installation, assurez-vous qu’ il ne subsiste aucun conflit ou périphérique

inconnu dans votre système.
8. Installation des pilotes:

1. Chipset:

Les pilotes des chipsets VIA du répertoire \ChipDrv\Via peuvent être utilisés sur cette carte

mère.

Insérez le CD-ROM dans votre lecteur et cliquez sur « Chipset Driver  » pour installer les

pilotes

2. Logiciel PC-cillin 98:

Pour Windows 95/98, version anglaise, dans le répertoire \Pccillin\Win9X. Lancez

setup.exe pour l’ installation.

Pour Windows NT version anglaise, il se trouve dans le répertoire \Pccillin\Winnt40,

lancez setup.exe.

Numéro de série: PNEF-9991-6558-5857-5535.

3. QDI ManageEasy:

Lancez le setup.exe du répertoire \QME pour installer le ManageEasy. Pour des

informations détaillées sur le ManageEasy, référez-vous au manuel ManageEasy du

répertoire \Doc.

N’ oubliez pas de redémarrer votre système pour que les changements soient pris

en compte.

4. RecoveryEasy
RecoveryEasy™, la dernière innovation de QDI, permet de protéger le système des de-
structions en créant une «partition miroir» de la partition courante du disque dur et en
sauvegardant toutes les données dans ce «miroir».
Cette utilitaire fournit partition du disque, récupération/sauvegarde des données,
récupération/sauvegarde des réglages du CMOS et fonctions multi-boot.
RecoveryEasy permet également la protection du système contre les divers types de virus
de boot tels que CIH. Dans le cas où le système est perdu soit par erreur, soit à cause d’ un
virus, il peut être récupéré depuis la partition miroir. Cette innovation utilise la technologie du
Bios intégré qui n’ occupe ni l’ espace disque, ni la mémoire du système. C’ est la solution
idéale pour l’ utilisateur.
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Il faut presser les touches  Ctrl + Bksp et F12 pour entrer dans les interfaces «Recovery»
et «Partition» durant le démarrage du Bios.

ATTENTION  : lisez attentivement le manuel du RecoveryEasy traduit sur le CD-ROM QDI
avant d’ installer cette fonction.

Très important : n’oubliez pas votre mot de passe, faute de quoi vous
n’auriez plus accès au RecoveryEasy, même après avoir effectué un Clear

CMOS.

Le menu SpeedEasy

I. Insérez le processeur correctement.

II. Connectez les autres éléments du système (voir Installation).

III. Au démarrage du système, pressez la touche <Suppr> pour entrer dans

le Bios

IV. Entrez dans le menu «CPU SpeedEasy setup»

Note: si vous ne déterminez pas la vitesse de votre unité centrale, votre

système fonctionnera par défaut ( 200MHz pour les CPU avec une

fréquence de Bus de 100MHz et 133MHz pour les CPU à 66MHz).

V. Sauvegardez et quittez le Bios.

CMOS Setup Utility – Copyright© 1984-1999 Award Software

                           SpeedEasy CPU Setup

CPU Model : Intel® Celeron™ Item Help

CPU Speed : 433 Mhz (66x6.5)

X  Multiplier X2 Menu Level >

X  Bus Clock 66MHz

Spread Spectrum Disabled
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Installation du Advance 10 système

Prévenir :

Le menu SpeedEasy vous fournit un ensemble de valeurs. Vous pouvez

sélectionner manuellement la vitesse de CPU dans ce menu soit en mode

«SpeedEasy» soit en mode «Jumper Emulation» (voir manuel).

ATTENTION:  Ne pas sélectionner une fréquence de fonctionnement du CPU supérieure à

celle indiquée par le constructeur. Nous déclinons toute responsabilité pour tout dégât qui

en résulterait.
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Introduction

Chapter 1

Introduction

Overview
The Advance 10 green mainboard utilizes the Apollo Pro 133A chipset and provides high

performance and cost-effective PC/ATX platform. The VIA® VT82C694X chipset and VIA®

VT82C686A chipset  provides new features with Intel CeleronTM PPGA370 &Pentium® III FC-

PGA processors, Cyrix-III processor , AGP 4X mode, and UltraDMA66.  Equipped with three

memory module sockets to support PC66/PC100/PC133MHz SDRAM,  66MHz EDO DIMMs,
66/100/133MHz VCM SDRAM. It also provides advanced features such as Suspend to
RAM, wake-up on LAN, wake-up on internal/external modem and keyboard password
power-on function. The green function is in compliance with the ACPI specification.

Key Features

Form factor

l ATX form factor of 305mm x210mm.

Microprocessor

l Supports all Intel Pentium®III FC-PGA  processors at 500E/533EB/550E/600E/600EB/

     650/667/700/733/750/800/800EB MHz and future processors

l Supports all Intel® CeleronTM PPGA 370 processors at 300A/333/366/400/433/466/

     500/533A/566/600/633 MHz and future processors.

l Supports later processors Cyrix-III at PR433/466/500/533MHz and future processors

l Supports 66/100/133MHz host bus speed, can overclock to 155MHz.

l CPU core frequency = Bus speed x3, x3.5, x4, x4.5, x5, x5.5, x6,  x6.5, x7, x7.5,

     x8.

l On-board 1.5V, 2.5V regulators and 3.3V switching power supply.

Chipset

l Apollo Pro 133A chipset:    VT82C694X, VT82C686A.

System memory

l  Provides three 168 pin 3.3V buffered/unbuffered 66/100/133MHz DIMM sockets.

l Supports both 66/100/133MHz SDRAM, 66/100/133MHz VCM(Virtual Channel

      Memory)SDRAM and  66MHz EDO DIMMs.

9
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l Minimum memory size is 8MB, maximum memory size is 1.5G MB.

l  SDRAM 64 bit data interface with ECC support.

On-board  IDE
l  Supports two PCI PIO and Bus Master IDE ports.
l Two fast IDE interfaces supporting four IDE devices including IDE hard disks and
      CD - ROM drives.

l Supports up to mode 4 timing.

l Supports “Ultra DMA/33”Synchronous DMA mode transferring up to 33 Mbytes/sec.

l Supports “Ultra DMA/66”Synchronous DMA mode transferring up to 66 Mbytes/sec.

l Integrated 16x32bit buffer for IDE PCI Burst Transfers.

On-chip I/O
l One floppy port supporting up to two 3.5” or 5.25” floppy drives with
      360K/720K/1.2M/1.44M/2.88M format.
l Two high speed 16550 fast compatible UARTs(COM1/COM2/COM3/COM4
      selective) with 16-byte send/receive FIFOs.
l One enabled parallel port at the I/O address 378H/278H/3BCH with additional
        bi-direction I/O capability and multi-mode as SPP/EPP/ECP (IEEE 1284 compliant).
l Circuit protection provided, preventing damage to the parallel port when a
      connected  printer is powered up or operates at a higher voltage.
l Supports LS-120 floppy disk drive and Zip drive.
l All I/O ports can be enabled/disabled in the BIOS setup.

On-chip Audio
l Build in VIA®  82C686A

AGP SLOT
l Supports 4X mode & AGP 2.0 compliant.

Advanced features
l PCI 2.2 Specification compliant.
l Provides Trend ChipAwayVirus® On Guard and PC-Cillin software with killing virus
      function.
l Provides four USB ports, on-board PS/2 mouse and PS/2 keyboard ports.
l Provides infrared interface.
l Support PC99 color- coding connector Specification
l Supports Windows 98/Windwos 2000 software power-down.
l Supports wake-up on LAN and wake-up on internal/external modem.
l Supports auto fan off when the system enters suspend mode.

Introduction
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l Provides on-board 3.3V regulator to support ATX power supply without 3.3V output.
l supports system monitoring (monitors system temperature, CPU temperature, voltages,

chassis intrusion and fan speed).
l  Provides management application such as ManageEasy.
l Protects the system BIOS from being attacked by severe virus such as CIH, by

enabling “Flash Write Protect” in CMOS setup or closing the Jumper “JAV”.

  BIOS
l Licensed advanced AWARD BIOS, supports  flash ROM  with 2M bit memory size,

plug and play ready.

l Supports IDE CD-ROM or SCSI boot up.

Green  function
l Supports ACPI (Advanced Configuration and Power Interface) and ODPM (OS

     Directed Power Management).

l Supports three green modes: Doze, Standby and  Suspend.

l Supports ACPI power status: S0, S1, S3(STR), S5(Soft-off)

Expansion  slots

   l 2 ISA slots and 4 PCI slots

    l 1 AGP Slot
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Features
BIOS-ProtectEasy
The BIOS of the mainboard is contained  inside the Flash ROM. Severe viruses such as
CIH virus are so dangerous that it may overwrite the BIOS of the mainboard. If the BIOS
has been damaged, the system will be unable to boot. We provide the following solution
which protects the system BIOS from being attacked by such viruses.

There are two choices which implements this function.
1. Set the jumper (JAV) as closed, the BIOS can not be overwritten.
2. Set the jumper (JAV) as opened, meanwhile set “Flash Write Protect” as Enabled in

AWARD BIOS CMOS Setup. In this way, the BIOS can not be overwritten, but the DMI
information can be updated.

Refer to page 22 for detailed information on jumper setting, and page 32 for related BIOS
setting.


